
A2084401

P41050903-960101-01

H0  BM FOE ROOF # 1
1/4" x 2.00M x 1.00M

3/16:1

1 1 D

.1  [2.54]

.03 [0.76]

.005[0.127]

.25

MILL
C. SMITH 10/11/94

T. SANCHEZ 10/24/94

SANCHEZ/SMITH 10/11/94

T. SANCHEZ 10/24/94

D.SHU 10/25/94

T. KUZAY 10/26/94

P41050903-820309-03A1664003 1T HO  TRIM 3/8"

CHANGE TO SIZE-D, MAKE ROOM FOR 2 UNISTRUT AS PER REV. # 01

01

1/4" X 2 LEAD SHIM AS REQ’D.

1/4 THK. LEAD

2-8
TYP.

3/32

1/4 THK. SHEET

12 GA. SHEET

.85 [21.59]

TYP.

D 3/16=1 1

1.62 [41.15]

*

*

7.00 [177.80]

7.69 [195.33]

2X 3.00 [76.20]

(CUT TO FIT - WELDED)
L 3 x 3 x 1/4 SUPPORT

4.50 [114.30]

1.50 [38.10]

(20.73 [526.59])

1.50 [38.10]

1.50 [38.10]

2X 2.00 [50.80]

4.88 [123.95]

9.00 [228.60]

(27.71 [703.79])

)( TACK WELD
TRIM

FROM L 3.5 x 3.5 x .25

3X 1/2-13 UNC HEX HD BOLTS x 2.00 LG.

2.00 [50.92]

30.00 [762.00]

30.00 [762.00]

64.00 [1625.65]

6.00 [152.40] 66.75 [1695.45]

2T

2.00
[50.80]

(6.85 [174.09])

4.75

[50.80]

[120.65]

2.00

8.00 [203.20]

70.25 [1784.35]

3X 1/2-13 UNC HEX NUT - WELDED

3.06 [77.85]

1.63 [41.28]

78.75 [2000.25]

2.88 [73.03] 5.63 [142.88]

5.63 [142.88]

1.50 [38.10]

AC

01

 DETERMINED BY FIELD SURVEY.
*

3.    DIMENSION SHOWNED IS FOR REFERENCE ONLY ACTUAL DIMENSION

 NOTE:

        PROVED HUTCH.

2. LEAD PANELS SHALL BE CONSTRUCTED FROM SINGLE UNPIERCED
        SHEET. FREE OF OXIDE INCLUSIONS, FISSURES, VOIDS
        AND ALL OTHER DETRIMENTAL DEFECTS. MATERIAL SHALL
        BE LEAD GRADE ‘‘C’’ TO COMPLY WITH FEDERAL

        FEDERAL, STATE AND LOCAL RADIATION GUIDE LINES:
        NBS HANDBOOK 111 AND 114, ANS N43.2 AND
         DOE ORDER 5480.11.

1. LEAD THICKNESS IS SPECIFIED BY ARGONNE. THE MANUFACTURER
        SHALL BE RESPONSIBLE FOR PROVIDING A RADIATION LEAK

        SPECIFICATION-QQL201. HUTCH SHALL MEET ALL APPLICABLE

SCALE: 3/8=1"

TYPICAL DETAIL

SIDING PREPARATION

SHEET BEND

R.18 [4.57]

 .725 [18.41]

CORNER SEALED WELD SHEET BLANK @ CORNER

SEALED CORNER
TO PRODUCE

AS NEEDED

PREPARATION
TACK

6.85

(TYP. @ 4 SIDE)

MC 6 x 16.3

SECTION AROUND PERIMETER

WELDMENT CONNECTION

3/16
TYP.

2-6

[174.00]

TYP.
3/16 2-6

18X Ø.69 TYP.

01

LOG NO.

1/5/96


